PRODUCT LINE

EWC-MAX-i

Indoor Use Only

Handles up to 35gpg (grains per gallon) or 598 ppm of Calcium Hardness
Up to 5,000-sq. ft. Home

Works on Copper, PVC, CPVC, and PEX

Up to 1.25” Diameter Pipe

3-Year Warranty

UL / CUL Approved

EWC-150

Commercial Use

Handles up to 1.5” Diameter Pipe
Works on Copper, PVC, CPVC, and PEX
Nema 4 Enclosure

3-Year Warranty

UL / CUL Approved

EWC-350

Handles up to 3” Diameter Non-Magnetic Pipe
Up to 1.5” Diameter Magnetic Recirculating Pipe
Up to 1.0” Diameter One Shot Magnetic Pipe
Nema 4 Enclosure

3-Year Warranty

UL / CUL Approved

EWC-850

¢ Handles up to 8” Diameter Non-Magnetic Pipe

¢ Up to 2.0” Diameter Magnetic Recirculating Pipe
¢ Up to 1.5” Diameter One Shot Magnetic Pipe

¢ Nema 4 Enclosure

3-Year Warranty
UL / CUL Approved

EWC-2000

Handles up to 20” Diameter Non-Magnetic Pipe
Up to 14” Diameter Magnetic Recirculating Pipe
Up to 12” Diameter One Shot Magnetic Pipe
Nema 4 Enclosure

3-Year Warranty

UL / CUL Approved

EWC-4000

Handles up to 28” Diameter Non-Magnetic Pipe
Up to 20” Diameter Magnetic Recirculating Pipe
Up to 14” Diameter One Shot Magnetic Pipe
Nema 4 Enclosure

3-Year Warranty

UL / CUL Approved
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LISTED




